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Electret Condenser Microphone
電容式麥克風
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Ariose Electronics Co., Ltd.
Electret Condenser Microphone│電容式麥克風

Electret C
ondenser M

icrophone

電
容
式
麥
克
風

A 1.5V/680Ω G 12.0V/2.2KΩ M 3.0V/2.0KΩ S 8.0V/680Ω Y
B 2.0V/2.0KΩ H 1.5V/1.5KΩ N 6.0V/1.0KΩ T 2.5V/2.2KΩ Z
C 2.0V/2.2KΩ I 1.5V/2.2KΩ O 4.5V/1.0KΩ U 1.5V/1.2KΩ
D 3.0V/2.2KΩ J 5.0V/2.2KΩ P 1.5V/3.0KΩ V
E 4.5V/2.2KΩ K 1.8V/2.2KΩ Q 2.0V/680Ω W
F 6.0V/2.2KΩ L 3.3V/2.2KΩ R 1.3V/2.2KΩ X

A 10pF C 47pF E 8.2pF G 56pF I 22pF
B 33pF D 5.6pF F 6.8pF H 18nF J 10nF

Note:
1.) We take “Pascal＂(Pa)-the     
     recommendation of I.E.C. for the volume
2.) The sensitivity with “Pa＂ indication 
     will increase 20dB than with “μbar＂ 
     indication
     For example: -40dB(0dB=1V/Pa)=
     -60dB(0dB=1V/μbar)

Test Circuit

Electret Condenser Microphone
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Electret Condenser Microphone│電容式麥克風

＋Omni-directional Series 全向式

Sensitivity Range :

Vs=2V; RL=2.2KΩ -42~-45±3dB

Size:
Ø3.0*H 1.5mm

LF-M3015-O Series

SPECIFICATIONS

Directivity 指向性 Omni-directional

Sensitivity 靈敏度 See above(0dB=1V/Pa 1KHz)

Standard Operating Voltage 中心工作電壓 VS:2.0V

Operating Impedance 阻抗 RL:2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 50~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

O
m

ni-directional Series
全
向
式

Unit: mm

Lead -wire
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Ariose Electronics Co., Ltd.
Electret Condenser Microphone│電容式麥克風

＋Omni-directional Series 全向式

Sensitivity Range :

Vs=2V; RL=2.2KΩ -42~-45±3dB

Size:
Ø3.5*H 1.5mm

LF-M3515-O Series

SPECIFICATIONS

Directivity 指向性 Omni-directional

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：2.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 50~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

O
m

ni-directional Series

全
向
式

Unit: mm

Unit: mm

Lead -wire

Pin type
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Electret Condenser Microphone│電容式麥克風

＋Omni-directional Series 全向式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -27~-46±3dB

Size:
Ø4.0*H 1.0mm Ø4.0*H 1.3mm
Ø4.0*H 1.5mm Ø4.0*H 2.0mm

LF-M4010-O Series / LF-M4013-O Series / LF-M4015-O Series / LF-M4020-O Series

SPECIFICATIONS

Directivity 指向性 Omni-directional

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 50~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

O
m

ni-directional Series
全
向
式

Lead -wire

Pin type

SMD Type

Unit: mm

Unit: mm

Unit: mm
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Ariose Electronics Co., Ltd.
Electret Condenser Microphone│電容式麥克風

＋Omni-directional Series 全向式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -40~-44±3dB

LF-M4530-O Series

SPECIFICATIONS

Directivity 指向性 Omni-directional

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 50~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

O
m

ni-directional Series

全
向
式

Size:
Ø4.5*H 3.0mm

Unit: mm

Lead -wire

Unit: mm

Pin type



10

Electret Condenser Microphone│電容式麥克風

＋Omni-directional Series 全向式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -40~-46±3dB

Size:
Ø6.0*H 1.3 mm Ø6.0*H 1.5 mm
Ø6.0*H 1.8 mm

LF-M6013-O Series / LF-M6015-O Series / LF-M6018-O Series

SPECIFICATIONS

Directivity 指向性 Omni-directional

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 50~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

O
m

ni-directional Series
全
向
式

Unit: mm

Lead -wire

Unit: mm

Pin type
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Ariose Electronics Co., Ltd.
Electret Condenser Microphone│電容式麥克風

＋Omni-directional Series 全向式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -27~-46±3dB

LF-M6022-O Series / LF-M6027-O Series / LF-M6034-O Series

SPECIFICATIONS

Directivity 指向性 Omni-directional

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 50~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

O
m

ni-directional Series

全
向
式

Size:
Ø6.0*H 2.2 mm Ø6.0*H 2.7 mm
Ø6.0*H 3.4 mm

Lead -wire

Pin type

SMD Type

Unit: mm

Unit: mm

Unit: mm
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Electret Condenser Microphone│電容式麥克風

＋Omni-directional Series 全向式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -36~-44±3dB

LF-M6050-O Series / LF-M6052-O Series

SPECIFICATIONS

Directivity 指向性 Omni-directional

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 50~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

O
m

ni-directional Series
全
向
式

Size:
Ø6.0*H 5.0 mm Ø6.0*H 5.2 mm

Unit: mm

Lead -wire

Unit: mm

Pin type
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Ariose Electronics Co., Ltd.
Electret Condenser Microphone│電容式麥克風

＋Omni-directional Series 全向式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -36~-46±3dB

LF-M9465-O Series / LF-M9745-O Series / LF-M9750-O Series / LF-M9752-O Series /
LF-M9767-O Series

SPECIFICATIONS

Directivity 指向性 Omni-directional

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 50~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

O
m

ni-directional Series

全
向
式

Size:
Ø9.4*H 6.5 mm Ø9.7*H 4.5 mm
Ø9.7*H 5.0 mm Ø9.7*H 5.2 mm
Ø9.7*H 6.7 mm

Unit: mm

Lead -wire

Unit: mm

Pin type
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Electret Condenser Microphone│電容式麥克風

＋Unidirectional Series 單向式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -44~-56±3dB

LF-M4015-U Series / LF-M4020-U Series

SPECIFICATIONS

Directivity 指向性 Unidirectional

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 100~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

U
nidirectional Series

單
向
式

Size:
Ø4.0*H 1.5 mm Ø4.0*H 2.0 mm

Unit: mm

Lead -wire
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Ariose Electronics Co., Ltd.
Electret Condenser Microphone│電容式麥克風

＋Unidirectional Series 單向式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -44~-54±3dB

LF-M6022-U Series / LF-M6027-U Series

SPECIFICATIONS

Directivity 指向性 Unidirectional

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 100~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

U
nidirectional Series

單
向
式

Size:
Ø6.0*H 2.2 mm Ø6.0*H 2.7 mm

Unit: mm

Lead -wire

Unit: mm

Pin type
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Electret Condenser Microphone│電容式麥克風

＋Unidirectional Series 單向式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -36~-51±3dB

LF-M9750-U Series / LF-M9752-U Series / LF-M9767-U Series

SPECIFICATIONS

Directivity 指向性 Unidirectional

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 100~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

U
nidirectional Series

單
向
式

Size:
Ø9.7*H 5.0 mm Ø9.7*H 5.2 mm
Ø9.7*H 6.7 mm

Unit: mm

Lead -wire
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Ariose Electronics Co., Ltd.
Electret Condenser Microphone│電容式麥克風

＋Noise-canceling Series 抗噪式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -42~-50±3dB

LF-M6022-N Series / LF-M6027-N Series

SPECIFICATIONS

Directivity 指向性 Noise-canceling

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 100~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

N
oise-canceling Series

抗
噪
式

Size:
Ø6.0*H 2.2 mm Ø6.0*H 2.7 mm

Unit: mm

Lead -wire

Unit: mm

Pin type
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Electret Condenser Microphone│電容式麥克風

＋Noise-canceling Series 抗噪式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -42~-50±3dB

LF-M6050-N Series

SPECIFICATIONS

Directivity 指向性 Noise-canceling

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 100~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

N
oise-canceling Series

抗
噪
式

Size:
Ø6.0*H 5.0 mm

Unit: mm

Lead -wire
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Ariose Electronics Co., Ltd.
Electret Condenser Microphone│電容式麥克風

＋Noise-canceling Series 抗噪式

Sensitivity Range :

Vs=3V; RL=2.2KΩ -42~-50±3dB

LF-M9745-N Series / LF-M9752-N Series / LF-M9767-N Series

SPECIFICATIONS

Directivity 指向性 Noise-canceling

Sensitivity 靈敏度 See above（0dB=1V/Pa 1KHz）

Standard Operating Voltage 中心工作電壓 VS：3.0V

Operating Impedance 阻抗 RL：2.2KΩ

Operating Voltage 工作電壓 1~ 10.0 VDC

Sensitivity Reduction 靈敏度減低 Within –3dB at 2.0V Compare to 3.0V

Frequency 頻率 100~10,000Hz

Current Consumption 消耗電流 0.5mA Max.

S/N Ratio 訊號雜音比 58dB Min. at1KHz S.P.L=1Pa(A-Weighted Curve)

N
oise-canceling Series

抗
噪
式

Size:
Ø9.7*H 4.5 mm Ø9.7*H 5.2 mm
Ø9.7*H 6.7 mm

Unit: mm

Lead -wire
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Electret Condenser Microphone│電容式麥克風

＋Digital signal output type 數位式

Sensitivity Range : -28±3dB

LF-MD6022-O Series

Name Description

GND Ground

CLK User-adjustable clock input to microphone

VDD Power supply and IO voltage for microphone

DATAL,R Right or left microphone PDM data output

Digital signal output type
數
位
式

Size:
Ø6.0*H 2.2 mm

Unit: mm

Lead -wire
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Ariose Electronics Co., Ltd.
Electret Condenser Microphone│電容式麥克風

＋Microphone holder 麥克風套

RH4001A RH4015A

RH4015B RH4530A

RH6022A RH6022C

RH6022D RH6027B

M
icrophone holder

麥
克
風
套
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Electret Condenser Microphone│電容式麥克風

＋Microphone holder 麥克風套

RH6027C RH6027D

LF-RH6027G RH6052C

LF-RH6052E LF-RH9750A

LF-RH9767C LF-RH9767E

M
icrophone holder

麥
克
風
套




